
 

Interior Sealer High Gloss 
Product Data Sheet 

HIGH GLOSS STAIN PROTECTION SEALER
BENEFITS:   

 Provides excellent stain protection from water-based and oil-based contaminants 

 Innovative water-based technology provides an extremely durable high gloss coating 

 Unique formula allows moisture vapor transmission 

 Unaffected by ultra-violet light 

USAGE:  VanHearron’s Interior Sealer High Gloss is suitable for 

sealing unglazed tile such as ceramic, porcelain and quarry, both 

smooth and dense; porous natural stone such as limestone, slate, 

soapstone and travertine; concrete and masonry surfaces such as 

adobe, brick, pavers, Saltillo and terracotta; and sanded and non-

sanded cement grouts.  Can also be used as a pre-grouting sealer.   

Interior Sealer High-Gloss is for interior applications only.  Not to be 

used on granite. 

LIMITATIONS:  VanHearron’s Interior Sealer High Gloss is for interior 

use only.  It is not recommended for areas subject to standing water, 

such as pools, spas, showers, etc.  Harsh cleaners containing 

ammonia, bleach, high acid, high alkaline or solvent can affect the 

performance of Interior Sealer High-Gloss.  Prevent sealer from 

contacting surrounding surfaces such as carpet, glass, landscaping, 

paint, metal and wood.  Protect stored product from freezing. 

APPLICATION:  Read entire label before using.  Use only as directed.  

Before applying, it is highly recommended that preliminary test be 

carried out in a small inconspicuous area with a 24 hour cure time to 

determine ease of application and desired results.  Allow new grout 

applications to cure for at least 48 hours prior to application.   

ALWAYS start with a clean dry surface, free of sealers, coatings and 

contaminants before sealing.  Do not apply if temperature is below 

40 F or above 100 F. Apply thin, even, overlapping coats of Interior 

Sealer High Gloss using a sponge, paint-pad applicator, soft brush or 

sprayer.  Most surfaces require two or more coats.  Allow at least 30 

minutes drying time between coats.  Surface is ready for traffic 12 

hours after final coat.  Keep area dry for at least 24 hours.   

TIPS: Interior Sealer High Gloss’s expected wear time is up to three 

years, depending on type, density, and texture of the surface. Over 

time, foot traffic, cleaning / maintenance methods and weather may 

affect the appearance or shine of Interior Sealer High Gloss. 

Additional coats can be applied, as product will easily and effectively 

bond to itself.  

COVERAGE:  Approximate 250 to 500 square feet per coat per 

gallon, depending on the type of surface, porosity, texture, 

temperature, and method of application. 

STORAGE:  Store VanHearron’s Interior Sealer High Gloss between 

40 F and 100 F.  Store in original container only and close after each 

use.  Shelf-life expectancy is at least one year. 

Warnings: Interior Sealer High Gloss MAY BE HARMFUL IF 

SWALLOWED. If swallowed, do not induce vomiting.  Seek medical 

attention. MAY IRRITATE EYES AND SKIN. Wear skin and eye 

protection. If product get in eyes, flush with water for at least 15 

minutes.  If product gets on skin, wash with soap and water.  If 

irritation persists, seek medical attention. Please refer to the Safety 

Data Sheet for more detailed information.  KEEP OUT OF REACH OF 

CHILDREN. 

AVAILABILITY: Interior Sealer High Gloss is available in 1 gallon and 

32 oz. bottles. 

APPEARANCE:   Clear Liquid 
 COLOR:    Milky White 

ODOR:    Low Odor 

PHYSICAL STATE   Liquid 
PH (TYPICAL):   Not Determined 

VISCOSITY:   Similar to Water 

FREEZING POINT: <32oF, 0oC 
BOILING POINT: >212oF, 100oC 

FLASH POINT: Not Applicable  

EVAPORATION RATE:  Not Applicable 
VAPOR PRESSURE:  Not Determined 

DENSITY:    Not Determined 

SPECIFIC GRAVITY (H20)=1):  Not Determined 
SOLUBILITY IN WATER, BY WEIGHT: 100.0% 

PERCENT VOLATILE BY WEIGHT: 33.0% 

PERCENT VOLATILE BY VOLUME:Not Determined 
VOC CONTENT BY WEIGHT:   <100 g/l 

 

 

 



 

Contact VanHearron. Inc.’s Technical Services for further information or application instructions.  Technical service engineers and 

chemists are available to answer questions on product performance, application methods, and chemical composition. 

Disclaimer/Warranties:  Neither manufacturer nor seller have any knowledge or control concerning the purchaser’s use of the product.  No 

expressed warranty is made by manufacturer or seller with respect to the results of any use of the product or container wherein the product is 

packaged.  No implied warranty, including but not limited to an implied warranty of merchantability or an implied warranty of fitness for a 

particular purpose are made with respect to the product.  User shall rely on his or her own information and tests to determine suitability of the 

product for the intended use.  User assumes all risk and liability resulting from use of the product.  Neither manufacturer nor seller assume any 

liability for personal injury, loss, or damage resulting from the use of the product.  We do not suggest or guarantee that any hazards listed herein 

are the only ones which may exists.  In the event that the product shall prove defective, buyer’s exclusive remedy shall be that the seller or 

manufacturer shall, upon written request of buyer, replace any quantity of the product which is proven to be defective or shall, at its option, refund 

the purchase price of the product upon return of the product.  Manufacturer shall not be responsible for use of this product in a manner to infringe 

on any patent held by others. 

               


